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Nebulizzatori ad ultrasuoni KLAVA, affidabilita e semplicita d'uso

VITALAIRE ITALIA SpA
o G

Il Dire grieraie

T nebulizzatori ad ultrasuoni KLAVA sono costruiti secondo le piti moderne tecnologie, garantiscono un
valido supporto alle richieste terapeutiche grazie alla rapidita di azione ed efficacia dei farmaci sulla
base dell'ottima penetrazione a livello delle piccole vie respiratorie; sono disponibili versioni con o senza

riscaldatore, con possibilita di regolare la velocita di nebulizzazione; componenti sterilizzabili a vapore.




Versioni disponibili
Art. 400001 - 4000 T da tavolo Art. 400002 - 4000 HT da tavolo, con fubo riscaldatore
Art. 400003 - 4000 S su stativo Art. 400004 - 4000 HS su stativo, con tubo riscaldatore

Art. 400007 - 4000 S/AP su stativo; | Art. 400008 - 4000 HS/ AP su stativo, con tubo riscaldatore;

per confezioni di acqua sterile per confezioni di acqua sterile

Catteristiche tecniche Modelli
Tensione d'alimentazione 220/240 Volt , Potenza nominale 50/60 Hz 4000- T/S/HT/HS
Corrente assorbita 03A 4000- T/S
Corrente assorbita 05 A 4000 - HT/ HS
Fusibili 2*T1AHZ250V 4000- T/5/HT/HS
Oscillatore Uscita HF Max 30W -regolab. con potenziom. digitale 4000- T/S/HT/HSs
Frequenza del trasduttore 1,7 MHz, +/- 50 KHz 4000- T/S/HT/HS
Massima quantita di nebulizzazione 0-2 ml /min circa - Acqua distillata e farmaci idrosolubili [ 4000 - T/S/HT /HS
Temperatura del nebulizzato in uscita | 25°C circa, con Tubo di vapore normale 4000- T/sS
Temperatura del nebulizzato in uscita | 37°C circa, con Tubo di vapore riscaldato 4000 - HT/ HS
Massa particelle del nebulizzato MMAD 3 Micron - CMAD 2 Micron 4000 - T/s/HT/HS
Grandezza particelle del nebulizzato | 1-6 Micron 4000 - T/S/HT/HS
Flusso d'aria Circa 30 litri per minuto 4000 - T/S/HT/HS
Flusso d'aria con filtro antibatterico | Circa 20 litri per minuto 4000 - T/S/HT/HS
Dimensioni 265 x 265 x 200 mm 4000- T/S/HT/HS
Peso (solo appar. e camera di nebul.) 5 Kg 4000- T/s/HT/Hs
Peso (completo di accessori) 6.8 Kg 4000 - T/HT
Peso (completo di accessori) 115 Kg 4000 - S/HS
Classificazione elettrica Classe T Tipo B
Rispondenza Normative DIN VDE 0750 - IEC 6011 - CEI 62.5

EMV - Direttiva 89/336/EEC

Direttiva 93/42 CEE - Ce 0088

Ogni apparecchio é dotato dei seguenti accessori d'uso:

camera di nebulizzazione, colonna, braccio articolato, filtro antibatterio, supporto per
boccione,tubi di connessione, tubo di nebulizzazione, tubi di connessione boccione /camera di
nebulizzazione, bicchierino per medicamento, cavo di alimentazione, manuale d'uso in italiano.

I modelli HT e HS sono accessoriati di tubo riscaldatore
I modelli S e HS sono montati su stativo mobile

I modelli S/AP e HS/AP sono dotati di camera di nebulizzazione per conf. di soluzioni sterili
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KLAVA - tubi di nebulizzazione

formato del tubo articolo

132000

132005
132006
([O:: %&U 132002
O:Q:: ::O:O 132060
O:Q:: % 132004

descrizione

em 140 senza riscaldatore

cm 110 senza riscaldatore

cm 45 senza riscaldatore

e 110 con riscaldatore

cm 48 senza riscaldatore

em 110 con riscaldatore

ytilizzabile con mod.

3000

2000 - 2000e - 4000

2000 - 2000¢ - 3000
4000

2000 - 2000¢ - 4000

2000 - 2000e - 3000
4000
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3 MAQUET

ULTRASONIC NEBULIZER
MEDAP-MONSUN U 910/ U 910 F
MEDAP-MONSUN U 920

SURGICAL WORKPLACES
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INNOVATIVE ULTRASONIC NEB
FOR MORE EFFICIENCY AND GQMFORT
MAQUET - THE GOLD STANDARD

VITALAIRE ITAL !A SpA

Progress for the patient: With a multitude of innovative Ultrasonic nebulizers by MAQUET are distinguished by
performance features, the high capacity MAQUET superior quality, a high level of operating convenience,
Ultrasonic Nebulizers MONSUN U 910, MONSUN U 910 F excellent reliability, simple hygiene and an attractive
and MONSUN U 920 optimise the inhalation therapy of price/performance ratio. With these features, they are
diseases down to the lower respiratory passages. setting new standards in every respect.

Various versions ensure the universal deployment in MAQUET - The Gold Standard.
the hospital environment, as well as in special medical
practices, nursing homes and in the home care area.



INHALING EASILY AND
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QUIETLY INTO THE ALVEOLI

ULTRASONIC NEBULIZER MONSUN U 920

Compact, quiet, innovative: With its state-of-the-art
inhalation technology, the Ultrasonic Nebulizer MONSUN
U 920 offers a particularly efficient inhalation therapy
both for the home care area and for medical practices
and hospitals due to its compact design, low weight and
very low noise level.

Modern ultrasonic technology for deep-acting and
effective inhalation: In contrast to conventional com-
pressor devices, the handy, light-weight unit guarantees
a particularly fine nebulization of the aerosol particles.
With an average particle size of 4 um, the nebulized
medications reach even the lower respiratory passages
where they are particularly effective.

MONSUN U 920 basic equipment:
Included are the mains cable, the
removable nebulizer chamber that
can be sterilized, tube 300 mm
that can be sterilized, mouthpiece,
anglepiece and fan unit.

Worldwide use: The rugged Ultrasonic Nebulizer
MONSUN U 920 cannot only be operated easily by
children or older people, it also provides a maximum of
mobility and convenience. Thus, the basic unit can be
operated either with a practical mains adapter or a 12 V
current adapter. With its functional carrying bag, the
MONSUN U 920 is a reliable partner for day-to-day use
and while travelling — worldwide.

Technical specifications

0,8 ml/min

Average particle size 4 pym
Sound pressure level 33 dB (A)
Voltage 12V

100-240 V AC, 50-60 Hz
80 x 180 x 150 mm
approx. 600 g

Mains adapter
Dimensions (L x B x H)
Weight

VITALAIRE {TALIA SpA
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MONSUN U 920: The comfortable unit with a weight of only 600 g
features an innovative ultrasonic technology, a very low noise level,
simple operation and easy cleaning.

Hygienic advantage: The nebulizer chamber, tube,
anglepiece and mouthpiece are dishwasher-safe and
chemically disinfectable. Nebulizer chamber and tube are
also autoclavable. In this way, the Ultrasonic Nebulizer
MONSUN U 920 supports simple and easy cleaning —
both at home and in professional applications like nur-
sing homes, medical practices and hospitals.

Indications: The Ultrasonic Nebulizer MONSUN U 920 is
suitable for the treatment of diseases of the respiratory
tract, such as asthma, bronchitis, rhinitis, obstructive
lung diseases, atelectasis, bronchiectasia, mucoviscido-
sis.

[Product version
MONSUN U 920 Ultrasonic Nebulizer 57 522 919

basic equipment

tion m'atgria;l

Medicine cup (20 pieces) 57 523 019
Mouthpiece 57 523 016
Breath mask for adults (20 pieces) 57 523 017
Breath mask for children (20 pieces) 57 523 018
Further accessories

Tube 300 mm that can be sterilized 57 522 980
Anglepiece 57 523 015
Nebulizer chamber complete 57 523 022
Nebulizer chamber lid with O-ring 57 523 024
Nebulizer chamber 57 523 023
Drip water protection set (5 pieces) 57 524 594
Quartz module 57 522 987
Fan unit 57 523 028
Mains adapter 100-240 V AC, 50-60 Hz 57 523 026
Bag 57 523 021

Car charger 12 V 57 523 020

| Surgical Workplaces | MONSUN U 920 | Accessories | 5 |
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POWERFUL AND FLEXIBLE FOR PROFESSIONAL INHALATION
ULTRASONIC NEBULIZER MONSUN U 910 AND MONSUN 910 F

Outstanding price/performance ratio: Powerful and
economically attractive, the MONSUN U 910 and
MONSUN U 910 F are ideal ultrasonic nebulizers with

a high nebulizing capacity. Both are suited for the
professional humidification of respiratory air and the
medicamentous therapy in the hospital — in particular for
continuous operation or for the long-term use on the
patient. The MONSUN U 910 and the MONSUN U 910 F
are available in table or wall version, and in two trolley
versions.

Technical specifications

max. 3 ml/min

‘Nebulizing capacity

Average particle size 86% < 5 pm
Air capacity up to 20 I/min

with bacterial and viral filter
Sound pressure level 42 dB (A)
Voltage 110 VAC /127 V AC / 230 V AC
Frequency 50 - 60 Hz
Power consumption 80 W

260 x 200 x 180 mm
approx. 3.5 kg

Dimensions (L x W x H)
Weight

Flexibility for added convenience: The desired fog
volume, the flow and duration of nebulization can be
adjusted individually and easily on the MONSUN U 910
and the MONSUN U 910 F. The removable, sterilizable
nebulizer chamber is suitable for disposable sterile water
systems and a conventional filling, but also for perma-
nent operation with a continuous filling set. Special
medicine cups are available for the nebulization of
medications, and a heatable silicone tube is available for
heating the aerosol fog (is part of the scope of delivery
of the MONSUN U 910 F).

Simple cleaning for perfect hygiene: The nebulizer
chamber, tubes and bacterial and viral filter can be
removed easily. The nebulizer chamber can be disassem-
bled without problems and can be autoclaved - like the
tubes — at 134° C.

MONSUN U 910 table version:
Accessories set consisting of stain-
less steel tripod pipe 25 x 600 mm;
pin-joint arm, stainless steel infu-
sion hook, and stainless steel neb-
ulizer chamber retainer, each with
adjusting ring.

MONSUN U 9210 wall version:
Modern design with stainless steel
tripod pipe 25 x 600 mm. Pin-joint
arm, stainless steel infusion hook,
and stainless steel nebulizer cham-
ber retainer, each with adjusting
ring, and rail clamp for equipment
rail 25 x 10 mm (DIN).

[Product version
MONSUN U 910 Ultrasonic Nebulizer
basic equipment

MONSUN U 910 F Ultrasonic Nebulizer
basic equipment

[Consumption material

[Recommended acces

Trolley accessories set 1

Bacterial and viral filter, disposable
Medicine cup, cup and lid (6 pieces)
Cannulas (10 pieces)

57 522 918

57 523 875

57 522 988

57 522 982
57 524 022
AENGh
57 522 976

with one-part stainless steel support pipe

Trolley accessories set 2

57 523 890

with two-part stainless steel support pipe

Table accessories set

Wall rail accessories set
Silicone tube heatable, length approx. 1100 mm
Continuous filling set

57 522 977
57 522 978
57 522 975
57 522 986

| Funther accessories

Tube 300 mm that can be sterilized
Tube 1200 mm that can be sterilized

Nebulizer chamber complete
Nebulizer chamber lid

Nebulizer chamber including label
Quartz module
Pin-joint arm

57 522 980
57 522 981
57 522 983
57 522 984
57 522 985
57 522 987
57 522 979
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Subsidiaries

Australia:
MAQUET Australia Pty Ltd
P.O. Box 50, Bulimba
Queensland 4171, Australia
Phone: +61 (0) 7 33 99 33 11

China:

MAQUET (Shanghai) Medical Equipment Co., Lid.

7F, Metro Plaza, 555 Lou Shan Guan Road,
Shanghai 200051, P.R. China
Phone: +86 (0) 21 62280202

Finland:
MAQUET Nordic Suomi
Vattuniemenkatu 23
00210 Helsinki, Finland
Phone: +358 9 682 412 60

Hong Kong:
MAQUET Hong Kong Limited
1105-1107 Grand Century Place |
193 Prince Edward Road West
Mongkok, Kowloon, Hong Kong
Phone: +852 2393 9 511

India:
MAQUET Medical India Pvt. Ltd.
2nd Flr, Mehta Trade Centre
Sir M V Road, Andheri (East)
Mumbai — 400099, India
Phone: +91-22-4069 2100

Japan:
MAQUET Japan K.K.
Seafort Square Building, 7th Floor
2-3-12, Higashishinagawa, Shinagawa-ku
Tokyo, 140-0002, Japan
Phone: +81 (0) 3 5463-8310

For local contact:
Please visit our Website
www.magquet.com

MAQUET

MAQUET GmbH & Co. KG
Kehler StraBe 31

D-76437 Rastatt, Germany
Phone: +49 (0) 7222 932-0
Fax:  +49 (0) 7222 932-571
info.sales@maquet.de
www.maguet.com

Latin America:
MAQUET do Brasil Ltda.
Rua Said Aiach 161, Paraiso
04003-20 S&o Paulo/SP, Brasil
Phone: +55 (0) 11 2126 2500

Netherlands:
MAQUET Netherlands B.V.
Oscar Romerolaan 3
1216 TJ Hilversum, Netherlands
P.O. Box 388
1200 AJ Hilversum, Netherlands
Phone: +31 (0) 35 6255320

Republic of Ireland:
MAQUET Ireland
Unit B6
Calmount Business Park
Ballymount
Dublin 12, Republic of Ireland
Phone: +353 (0) 142 60032

Russia:
MAQUET LLC
Stanislavskogo 21, Bld. 7
109004 Moscow, Russia
Phone: +7 495 514 0055

Singapore:
MAQUET South East Asia Pte Ltd.
20 Bendemeer Road
#06-01/02 Cyberhub Building
Singapore 339914, Singapore
Phone: +65 6 296 1992

Slovakia:
MAQUET Medizintechnik
Vertrieb und Service GmbH - o.z.
Soltesovej 12
811 08 Bratislava, Slovakia
Phone: +421 2 50219 150

United Kingdom:
MAQUET Ltd.
14-15 Burford Way
Boldon Business Park
Sunderland
Tyne & Wear, NE35 SPZ, United Kingdom
Phone: +44 (0) 191 519 6200

GETINGE Group is a leading global provider of equipment and
systems that contribute to quality enhancement and cost efficiency
within healthcare and life sciences. Equipment, service and techno-
logies are supplied under the brands ArjoHuntleigh for patient
handling and hygiene, disinfection, DVT prevention, medical beds,
therapsutic surfaces and diagnostics, GETINGE for infection control
and prevention within healthcare and life science and MAQUET for
Surgical Workplaces,Cardiovascular and Critical Care.

® MAQUET is a registered trademark of MAQUET GmbH & Co. KG - Reg. QUG:MSW-BR-57523001-EN-3 - Copyright by MAQUET, Rastatt - 500 - 04/08 - Subject to modifications due to technical development.



